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NOTES:

1. AT THE REQUEST OF CARY, ADDITIONAL
INFORMATION PANELS MAY BE ADDED TO POST.

2. IF MULTIPLE BUS STOP SIGNS ARE PROPOSED
ON THE SIGN POST, THE BOTTOM SIGN MUST BE
AT LEAST 7° FROM THE GROUND.

3. INSTALL BREAKAWAY STEEL SQUARE TUBE
SUPPORT AND FOUNDATION IN ACCORDANCE
WITH SECTION 903 OF THE NCDOT
SPECIFICATIONS.

4, THE CONTRACTOR SHALL CONTACT NC811 TO
LOCATE UTILITIES AT EACH SITE AT LEAST
THREE WORKING DAYS PRIOR TO STARTING
WORK ON EACH SITE. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR LOCATING ALL EXISTING
UTILITIES PRIOR TO BEGINNING WORK. ANY
DAMAGE TO EXISTING UTILITIES WILL BE
REPAIRED AT THE CONTRACTOR'S EXPENSE. THIS
INCLUDES IRRIGATION LINES AND OTHER
UTILITIES THAT MAY NOT BE IDENTIFIED BY
NC811. THE CONTRACTOR WILL BE RESPONSIBLE
FOR ALL COORDINATION WITH UTILITY OWNERS.

5. CONTRACTOR SHALL SUBMIT A SHOP DRAWING
DETAILING THE INSTALLATION DEPTH AND
MANNER OF SECUREMENT. CONTRACTOR SHALL
ENSURE THE INSTALLATION DEPTH AND MANNER
OF SECUREMENT MEETS THE SPECIFICATIONS OF
THE SOLAR LIGHT MANUFACTURER.

S SIDEWALK

T | —BUS STOP
A g LANDING PAD

EFFECTIVE:07/01/25

STANDARD BUS STOP SIGN

DETAIL No.
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