NOTES:

1. PROVIDE UNDERDRAIN CONNECTION TO
STORM DRAINAGE INFRASTRUCTURE ON
GRADING AND DRAINAGE PLAN.

2. LOCATE WIRE SHALL BE INSTALLED AROUND
PERIMETER OF SOIL CELL FOUNDATION
FOOTPRINT.

LOCATE WIRE PLACED
AROUND PERIMETER

MULCH — 3" DEPTH OR TREE

EXISTING CURB & GRATE PER SITE DESIGN

SOIL CELL MANUFACTURER AND r _______________ —I
TYPE TO BE DETERMINED BY
3. NO UTILITIES ALLOWED THROUGH SOIL P mp_)\ |
CELL.
| |
4. CONTRACTOR SHALL PROVIDE SHOP | > |
DRAWINGS SUBMITTAL OF SOIL CELL WITH
ALL CONNECTIONS (PLAN AND CROSS I |
SECTION). L N
5. ALL SOIL CELLS SHALL BE RATED FOR
H—20 LOADING.
6. REFER TO STANDARD SPECIFICATION PLAN VIEW
SECTION 10000 FOR RECORD DRAWING
REQUIREMENTS.
ROOT FLARE SHALL BE EXPOSED
7. PLANTING SOIL SHALL BE NEW SOIL AND FLUSH WITH FINISH GRADE.
CONFORMING TO CARY SPECIFICATIONS.
ROOTBALL BASKET SHALL BE CUT TO
8. FOR GSI (OPTIONAL), BIORETENTION MEDIA REMOVE TOP 2/3 OF WIRE AND BURLAP.
SHALL CONFORM TO' NCDEQ STORMWATER
DESIGN MANUAL. PLANTING SOIL
PER ENGINEER FINISHED SURFACE

PER SITE DESIGN
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PLANTING SOIL COMPACTED
BELOW ROOT BALL.

CROSS SECTION
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